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Replacement of BR 1-684 on N028 South Heald Street

• Replace a deteriorating concrete 
structure under a full detour

• Implement a Road Diet to calm 
traffic and reduce speeding 
through the corridor

• Improve drainage

• Improve traffic movements 
to Garasches Lane and the 
Connector Ramp

• Limit construction duration to   
12 months

Project Goals



• Mill and overlay on South Heald Street from Rogers 
Road intersection to Garasches Lane intersection

• Full-depth pavement reconstruction of South Heald 
Street immediately north and south of the bridge 
structure and on D Street

• Replacement of existing bridge with a two-span steel 
structure

• Garasches Lane/Connector Ramp Improvements

• Additional drainage improvements
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Project Scope
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Mill and Overlay Typical Section

Full-Depth Pavement Reconstruction Typical Section  

Bridge Typical Section  
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Renderings are conceptual and subject to change through 
coordination with SHPO and Consulting Parties.
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Conceptual Bridge Renderings



• Removal of the southbound exit from Heald Street 
to Connector Ramp

• Create a connection between Garasches Lane and 
Connector Ramp

• Allows both southbound and northbound traffic from 
Heald Street to access New Castle Avenue from 
Garasches Lane

• Reduces northbound traffic over the bridge utilizing 
D Street to Access New Castle Avenue

Remove SB Exit 
from Heald Street to 
Connector Ramp

Create Connection 
between Garasches Lane 
and Connector Ramp

This is conceptual and subject to change as design progresses.
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Garasches Lane/Connector Ramp Improvements

Legend

Ramp to be Removed

Garasches Lane Realignment
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Northbound Detour Southbound Detour

Local Detour

Primary 
Detour Route
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Proposed  Vehicular Detour

Detour Route
Primary Detour Route

Local Detour Route



Pedestrian Detours DART Detour

Ped Detour Route A

Ped Detour Route B*

Current Routes 14/15/51

Existing Stop Stop to be 
Temporarily 
Relocated

Detour 
Route A

Detour Route B*
(D Street Detour)

Temporary Bus Stop at 
the Corner of Townsend 
and D Streets

*Detour Route A is the primary pedestrian detour route for the 
project. Detour Route B will only be in use while D Street is 
under construction. 

DART Detour

Proposed 
Temporary 
Stop
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Proposed  Pedestrian and DART Detours


